











Technical features

Description

Drive unit

Frequency range
Frequency response

Amplifier

Low-pass filter
High-pass filter
Rated power consumption

Dimensions

Net weight
Cabinet finish

Grille

ASW 700

Paper/Kevlar® cone
drive unit 500W Amplifier

Active closed-box subwoofer system

2250mm (10 in) paper/Kevlar® cone long-throw

-6dB at 17Hz and 40/140Hz adjustable (EQ at A)
+3dB 22Hz — 31/110Hz adjustable (EQ at A)

Power output: 500W
Input impedance:  33kQ
Signal / noise: >90dB
Functions: Input level

Low-pass filter frequency
Low-pass filter bypass
Bass roll-off alignment
Auto sense on/standby
Phase switch

Inputs: Line In (RCA Phono)
Outputs: Line Out (RCA Phono)
high-passed

Link Out (RCA Phono)
Active 2nd-order, variable cut-off frequency
Active 3rd -order -6dB at 80Hz
75W

Height: 347mm (13.7 in) not including feet
Width: 340mm (13.4 in)
Depth: 408mm (16.1 in) including grille and controls

26.5kg (58 Ib)

Real wood veneers
Black Ash

Cherry

Maple

Rosenut

Walnut

Black cloth

ASW 750

Paper/Kevlar® cone
drive unit 1000W Amplifier

Active closed-box subwoofer system

©300mm (12 in) paper/Kevlar® cone long-throw

-6dB at 15Hz and 40/140Hz adjustable (EQ at A)
+3dB 20Hz - 31/110Hz adjustable (EQ at A)

Power output: 1000W
Input impedance:  33kQ
Signal / noise: >90dB
Functions: Input level

Low-pass filter frequency
Low-pass filter bypass
Bass roll-off alignment
Auto sense on/standby
Phase switch

Inputs: Line In (RCA Phono)
Outputs: Line Out (RCA Phono)
high-passed

Link Out (RCA Phono)
Active 2nd-order, variable cut-off frequency
Active 3rd -order -6dB at 80Hz
150W

Height: 437mm (17.2 in) not including feet
Width: 396mm (15.6 in)
Depth: 479mm (18.9 in) including grille and controls

32kg (70 Ib)

Real wood veneers
Black Ash

Cherry

Maple

Rosenut

Walnut

Black cloth




BaW Bowers &Wilkins

B&W Loudspeakers Ltd T +44 (0) 1903 221800

Dale Road F +44 (0) 1903 221801
Worthing West Sussex info@bwspeakers.com
BN11 2BH England www.bwspeakers.com

UK Sales Enquiries and Service
T +44 1903 221 500
E uksales@bwspeakers.com

B&W Loudspeakers of America
T +1 978 664 2870
E marketing@bwaudio.com

B&W Loudspeakers (Asia) Ltd
T +852 2 790 8903
E bwahome@bwspeakerasia.com.hk

Kevlar is a registered trademark of DuPont.
Nautilus is a trademark of B&W Loudspeakers Ltd.
Copyright © B&W Loudspeakers Ltd.

Stands featured within this brochure

are not supplied with the speakers. E&OE.
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B&W Loudspeakers Ltd reserve the right to amend
details of the specifications without notice in line
with technical developments.
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