
















LM1

The LM1 is a bookshelf-sized, multi-application
speaker, primarily designed for use in two-
channel hi-fi systems but also capable of
providing high quality surround sound in home
theatre configurations. Like the VM1, it is
moulded in high-strength polypropylene and
benefits from internal bracing, which reduces
coloration by providing additional rigidity to 
the cabinet.

Available in a choice of five colours, the 
LM1 is weatherproof, allowing installation in
humid areas such as a bathroom or undercover
outdoors. Key features include a balljoint
connection between the cabinet and its
stand/mounting plate, which creates total
flexibility of location and positioning.

The LM1’s highly-engineered
balljoint connection provides for
limitless options in mounting
and directing the speaker. 
These include: 
Conventional placement on a
desk or shelf. 
Wall-mounting, with the base
eitherhidden or exposed.
Ceiling-mounting. In all
positions, the speaker can be
swivelled to face in any
direction.
Celebrated on the optional
minimalist stand. Available in
black or silver.

Description

Drive units

Frequency range

Frequency response

Dispersion

Sensitivity

Harmonic distortion

Nominal impedance

Crossover frequencies

Power handling

Max. recommended 
cable impedance

Dimensions

Net weight

Finishes

2-way 4th order vented-box system

1x 125mm (5in) bass/mid
1x 25mm (1in) high frequency

–6dB at 65Hz and 22kHz

75Hz – 20kHz ± 3dB on reference axis

Within 2dB of response on reference axis
Horizontal: over 40° arc
Vertical: over 10° arc

91dB spl (2.83v, 1m)

2nd and 3rd harmonics 
<1% 100Hz – 15kHz (90dB spl, 1m)

8Ω

3.5kHz

25W–100W continuous into 
8Ω on unclipped programme

0.2Ω

Height 280mm (11.0in)
Width 140mm (5.5in)
Depth 191mm (7.5in)

2.4kg (5.3lb)

Pearl white
Black
Silver
Turquoise
Burgundy red



AS1

The AS1 is a compact active subwoofer,
designed to provide deep bass extension in
Home Cinema and hi-fi applications that
incorporate the other speakers in the B&W
Leisure Monitor range, the VM1 and LM1.

Despite its muscular 85 watts the AS1 is
compact enough to take up a discreet, 
out-of-the-way position on the floor of the
typical living room. It includes B&W’s 
Flowport and a music/movie switch that 
modifies the subwoofer’s output to precisely 
fit the demands of each type of material. 
The AS1’s controls are easily accessible, 
being located on the top panel, rather than
hidden at the rear.

At the front of the AS1 active
subwoofer is B&W’s Flowport.
The average bass cabinet
creates turbulence in the pulse
of air that oscillates in and out
of the tuning port, which leads
to audible ‘chuffing’. Flowport,
however, uses golfball
aerodynamics to smooth the
airflow and reduce acoustic
interference. For a cleaner
beat, the dimples make a
difference.

Description

Drive units

Frequency range

Frequency response

Amplifier:

Functions

Inputs

Outputs

Dimensions

Internal volume 

Net weight

Finishes

Active vented-box system

1x165mm (6.5in) cone bass

–6dB at 27Hz and 100Hz Music/Movie mode

±3dB 34Hz – 75Hz on reference axis 
Music mode
±3dB 31Hz – 75Hz on reference axis 
Movie mode

Power output: 85W continuous
Input impedance 100kΩ
Signal/noise 94dB 

Input level switch
Music/Movies switch

Line in (RCA/phono)
Speaker level in (Spring clips)

Line out (RCA/phono)
Speaker level out (Spring clips unfiltered) 

Height 378mm (14.9in)
Width 215mm (8.5in)
Depth 385mm (15.2in)

16.5 litres (5.5cu ft)

11 kg (24.2lb)

Black ash vinyl with black grille
Silver with grey grille




