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�"���Front and surround speakers: 806 V (x4) 
Center speaker: CC 800 V  
Subwoofer: SW 800 V

�"����Front speaker: 807 V (x2) 
Center speaker: CC 800 V  
Surround: 806 V (x2) 
Subwoofer: SW 800 V

�"���Front speaker: 816 V (x2) 
Center speaker: CC 800 V  
Surround: 806 V (x2) 
Subwoofer: SW 800 V

�"���Front speaker: 826 V (x2) 
Center speaker: CC 800 V  
Surround: SR 800 V (x3) 
Subwoofer: SW 800 V

�"���Front speaker: 826 V (x2) 
Center speaker: CC 800 V  
Surround: SR 800 V (x2) 
Subwoofer: SW 800 V

�"���Front speaker: 836 V (x2) 
Center speaker: CC 800 V  
Surround: SR 800 V (x2) 
Back surround: 806 V (x2) 
Subwoofer: SW 800 V

Home Theatre configurations

> �The center speaker CC 800 V is not limited to the 
use of the aluminum/magnesium tweeter typical of 
the rest of the series as well as the 61/2” (16.5cm) 
Polyglass® woofers to produce an excellent sonic 
coherence. The combination of the characteristics 
(response curve, directivity, handling…) was stu-
died to make a very high-performing loudspeaker.



> �All the Chorus 800 V loudspeakers are 
supplied with a high quality, micro-fiber 
cloth for easy, risk-free cleaning.

> �The Chorus V range offers models suitable for custom installation,  
the IC 706 V, IC 706 VST, IW 706 V and outdoor speaker OD 706 V.

This good-looking, two-way spea-
ker, the only equipped with a  
7" (18cm) woofer, has the true 
spirit of the legendary dB19: 
powerful bass, a big speaker for a 
guaranteed rock ‘n’ roll sound.

Neutral and balanced, the Chorus 
806 V seduces by the richness of 
its upper midrange and the speed 
of its bass. An entirely refined 
speaker, ideal to play in rooms 
under 20 m2 without any limits. 
And easily larger spaces if it is 
combined with SW 800 V. 

Chorus 816 V makes the most of 
the 2 and a half-way configuration: 
elevated performance in lower 
octaves thanks to the combina-
tion of woofers working in unison.  
Up to 30m2. 

The star floor-stander of the series 
combines power from its two woo-
fers, double ports and separate 
midrange. A very classy speaker, 
untiring even whilst copiously  
performing in rooms up to 40m2.

The CC 800 V enjoys the deve-
lopments from the Profile 900 
and the Electra 1000 Be lines: a 
perfectly mastered directionality, 
linearity, neutrality, gentleness and 
dynamics, its timbre is calibrated to 
match that of all of its Chorus 800 V 
loudspeakers.

Three-way, 3 woofers, 5 drivers in 
all… the Chorus 836 V has no fear 
of (very) large spaces. High-end 
in sound and shape, the power of 
the bass will surprise you. 836 V is 
nothing short of a grande dame, 
generous, powerful but refined 
and subtle as well. 

Its capacity to fill surround space 
with precision is spectacular. Its 
behavior is optimized thanks to the 
integrated “Wall Boost Control” and 
with exacting directivity. Compact, 
discrete, but Chorus in its spirit with 
an acrylic finish. 

The power of the SW 800 V climbs 
to 350W RMS and the frequency 
response extends to 32Hz. Over-
equipped and capable of genera-
ting bass with a substantial power 
output of 115dB, it stands arms 
and shoulders above others in 
its category.

Chorus 806 V
Natural finish

Chorus 807 V
Ebony finish

Chorus 816 V
Natural finish

Chorus 826 V
Ebony finish

• Type 2-way bass-reflex bookshelf 
loudspeaker

2-way bass-reflex bookshelf 
loudspeaker

2 1/2-way bass-reflex floorstanding 
loudspeaker, Powerflow

3-way bass-reflex floorstanding 
loudspeaker, Powerflow

• Drivers 61/2" (165mm) Polyglass midbass 7" (180mm) Polyglass midbass 61/2" (165mm) Polyglass woofer 2x61/2" (165mm) Polyglass woofers

61/2" (165mm) Polyglass midbass 61/2" (165mm) Polyglass midrange

1" (25mm) TNV Al/Mg inverted 
dome tweeter

1" (25mm) TNV Al/Mg inverted 
dome tweeter

1" (25mm) TNV Al/Mg inverted 
dome tweeter

1" (25mm) TNV Al/Mg inverted 
dome tweeter

• �Frequency response 
(+/- 3dB) 55Hz- 28kHz 50Hz - 28kHz 47Hz - 28kHz 45Hz - 28kHz

• �Low frequency point 
(- 6dB) 47Hz 41Hz 39Hz 37Hz

• �Sensitivity 
(2.83V/1m) 90dB 92dB 91.5dB 91.5dB

• �Nominal 
impedance 8 ohms 8 ohms 8 ohms 8 ohms

• �Minimum 
impedance (@25°C) 3.6 ohms @ 226Hz 4.2 ohms @ 160Hz 4.3 ohms @ 146Hz 2.9 ohms @ 118Hz

• �Crossover frequency 3000Hz 3000Hz 300Hz / 3000Hz 300Hz / 3000Hz

• Max. power handling 120W 160W 200W 220W

• RMS Power 80W 110W 130W 150W

• �Dimensions  
(HxWxD)

153/8"x83/4"x119/16" 
(390x222x293mm)

175/8"x91/3"x131/8"
(448x237x333mm)

395/16"x111/8"x143/4"
(998x282x375mm)

407/8"x111/8"x143/4"
(1038x282x375mm)

• Net weight 18lbs (8.2kg) 22.2lb (10.1kg) 49.5lb (22.5kg) 56.8lb (25.8kg)

Chorus 836 V
Natural finish

Chorus CC 800 V
Ebony finish

Chorus SR 800 V
Black Satin finish

Chorus SW 800 V
Natural finish

• Type 3-way bass-reflex floorstanding 
loudspeaker, Powerflow 

2-way bass-reflex shielded center 
channel

2-way sealed bipolar effects 
loudspeaker, Polyfix™ wall bracket Bass-reflex active subwoofer

• Drivers 3x61/2" (165mm) Polyglass woofers 2x61/2" (165mm) Polyglass midbass 2x5" (130mm) Polyglass midbass 11" (270mm) Polyglass woofer

61/2" (165mm) Polyglass midrange

1" (25mm) TNV Al/Mg inverted 
dome tweeter

1" (25mm) TNV Al/Mg inverted 
dome tweeter

2x1" (25mm) TNV Al/Mg inverted 
dome tweeters

• �Frequency response 
(+/- 3dB) 40Hz - 28kHz 57Hz - 28kHz 75Hz - 28kHz 32Hz - 160Hz

• �Low frequency point 
(- 6dB) 33Hz 50Hz 65Hz 27Hz

• �Sensitivity 
(2.83V/1m) 92dB 91dB 90dB  

• �Nominal 
impedance 8 ohms 8 ohms 8 ohms

• �Minimum 
impedance (@25°C) 3 ohms @ 110Hz 4 ohms @ 210Hz 3.7 ohms @ 210Hz

• �Crossover frequency 250Hz / 3000Hz 3000Hz 3000Hz

• Max. power handling 250W 150W 120W 500W BASH® amplifier

• RMS Power 180W 100W 80W 350W BASH® amplifier

• �Dimensions  
(HxWxD)

453/16"x111/8"x143/4"
(1148x282x375mm)

77/16"x197/16"x119/16"
(189x493x294mm)

117/16"x153/4"x67/8"
(290x400x175mm)

1715/16"x123/4"x163/4"
(456x324x426mm)

• Net weight 66lb (30kg) 24.2lb(11kg) 12.3lb (5.6kg) 41.4lb (18.8 kg)

Subwoofer features

Adjustable LPF: 40Hz to 160Hz
Night mode  
Subsonic mode (35Hz, 24dB/oct.)
Phase inverter 
Boost mode (+ 3dB @ 40Hz)
Autopower 
Lfe, Stereo and High Level input

All of the models in the Chorus V range are available in Ebony and Natural finishes. But may not be available in some countries and/or in some retail outlets.
Due to constant technological advances, Focal-JMlab reserves its right to modify specifications and prices without notice. Images may not conform exactly to specific product - Photos L’Atelier Sylvain Madelon.24" (60cm) optional Chorus S 800 V stand.




